STELLA POLARIS

Bitumen, oil & chemical tanker..
IMO type Il Ice Class 1A.
Fully segregated water ballast, independent cangkst250°C, double hull, closed loading

system.
G0G Ta0
a0z 1,047 1,047 G158
GOG TE0

Total: 6,387 a” i

M/T Stella Polaris

Dutch flag
Built by Koninklijke Schelde, Netherlands 1999
Classed BV | * Hull * Mach * Aut — UMS
Oil Tanker — Chemical Tanker / Asphalt Carrier (562C), ESP
Unrestricted navigation
SYS - NEQ -1, Ice Class 1A

Particulars Chemical class

Deadweight 8,297 MT IMO 2

Length over all 117.18 m

Length between 111.73 m Cargo heating

p.p 17.12 m Maximum cargo temperature 250 °C



Beam 10.50 m

Depth, moulded 7.55m

Draught aprx. 14

Service speed knots

Type of hull double
hull

Cargo tanks

8 x 2 wing tanks

Tank coating -

epoxy

Cubic capacity

24,786 m3 98%

Cargo pumps

Centrifugal type 8 x 60C

JMW m3/hr

Cargo system

Closed loading

Vapour return line

Saab Tank Radar System

2 X 2 X Wiesloch 25vV0O - 10,
Thermal oil boiler 1 exhaust boiler

Bow to centre manifold =52 m

Cranes
1 crane (tank deck), SWL 1.39t x
m

1 crane (poop deck p/s), SWL 1.5t

Main engine
MAK 8M32 3,840 kw, 600 rpm

Aux machinery

2 X Mitsubishi S6R — MPT 8, 490
kW at 1,500 rpm

Shaft generator 360 kW

Bow thruster
Lips 300 kW



